0 Series

58.4" Indoor Stretch Panel

USB 2.0 MP
Ccamers Low Iron Pure White Temprerred Glass
and Digital
Microphone
e
Stereo
Speakers

Electro-Galvanized
Enclosure with
Anti-Rust Epoxy
Powder Coating

Slim and Sleek with Modular Mounting Design
Maximize Content with Minimum Space

Reliable Robust Stability [IP53 Certified]

*All pictures shown are for illustration purpose only.



FEATURES
EXTRAORDINARY VIEWING EXPERIENCE DELIVERING VIVID COLORS AND REALISTIC IMAGES

Cloud Connectivity +
VigitSIGN Cloud Signage

WIFI 802.11b,n,g / Bluetooth 4.0, 100/1000Mbps

Network, 4G Optional Dongle

4K

Full HD Up to 4K
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TECHNICAL SPECIFICATIONS

A0 000

(E» Pcap Touchscreen (Optional)

/
YN Brightness Up to 700 nits

05) 22
Android 7.0

CPU

PYE  RK3399

1/25inch

FOV(D) 125, EFL3.6, 5SMP, 1/ 2.5
2.0V / lux-sec @ 550nm

0.2 lux

Electronic rolling shutter /
Frame Exposure

2.2um x 2.2um
1928 (H) x 1088 (V)

Constructed with Electro-Galvanized
Sheet Metal

Anti-rust Protection with Epoxy Powder
Coating Finishing

Secured Keylock for Servicing and
Maintenance

CGEED Storage RAM
B 32GB eMMC el et
Camera Mounting
USB 2.0 Mega Pixel | | Free Standing / Floor
Camera Mounting / Castor Wheel
DISPLAY CAMERA
V-Series 58.4" 4K Industrial Stretch Panel V-Series Visual Analytic Camera
Active Area 401.76mm(W) x 1,428.48mm(H) Lens Size
Aspect Ratio 9:32 Lens Type
Resolution 1,080px (W) x 3,840px (H) Sensitivity
Brightness 700nits Lowest Light Sense
Display Colors 1.07 billion Shutter Type
Viewing Angle 89U /89D / 89L / 89R
Cover Glass Low Iron Tempered Glass Original Image RAW
Output Quality

SYSTEM KIOSK ENCLOSURE
V-Series RK3399 Industrial Computer System Material
CPU Rockchip RK3399 Finishin
Memory 4GB LPDDR4 RAM g
Storage 32GB eMMC Kiosk Security
ENVIRONMENT
Operating Temperature -20 °C ~ 60°C
Operating Humidity 10-90% RH
Ingress Protection IP53




SOFTWARE INTEGRATIONS

I Cloud Digital Signage Software % Cloud Kiosk Centralized Management Software
VigitSIGN VigitADMIN
| Easy data tracking, eliminating the need for Optional
manual monitoring. | Al Face Detection & Face Recognition with
| Audience View Time Interval (By Face Recognition) Deep Learning Algorithm (Cloud & Edge)
VigitEYE | Audience Gender VigitAl | Visual Analytics on People Counting with Gender
| Audience Age Group & Age Group Al Voice Command Features

SERVICE AND MAINTENANCE

Large rear servicing door Ventilation louvers strategically
C | Back Rear Servicing (% placed near internal components
| Easy Access and Maintenance

| Secured with Key Lock

INDOOR SLIM AND STRETCHED DIGITAL STANDEE

VIS-B05833-CPSI EPSI

58.4" 3840*1080 700
VIS-B05833-CXSlI EXSI
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*All pictures shown are for illustration purpose only.

Manufacturer:
V-Series International Sdn Bhd 200501031373 713510-vy  No. 17, Jalan Anggerik Mokara 31/53, Kota Kemuning, 40460 Shah Alam, Selangor D.E., Malaysia
&+6011 1011 1181 sales@v-series.net Q www.v-series.net




