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VigitLED

A Series
Outdoor LED Display

Fanless &
Noiseless Design

IP66 Waterproof
Protection

Slim & Lightweight

Front Maintenance

Slim & Lightweight

Fanless &
Noiseless Design

Front Maintenance

Front Maintenance

IP66



Total Front/ Rear Service Available for Fast Maintenance
Module can be installed and dismantled from both front and back using special tools.

Product Dimension

Product Introduction

96
0m

m

960mm 74.1mm

Updated Version
28.4.2025



Fast Heat Dissipation

- Aluminum module chassis and panel 
frame accelerates heat dissipation.

- Heat sink design for module chassis and 
power supply unit improves heat 
dissipation considerably.

- 5VB Fireproof 

Key Features

IP66 Front and Rear
Waterproof Protection High Brightness up to 10,000nits

Fast Heat Dissipation Low Power Consumption

High Refresh Rate Super Slim Design

Ultra-Lightweight Fanless Design

Noiseless Ultra-Wide Viewing Angle

Easy Maintenance

IP66

WIDE°
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The Ultimate
Digital Signage
Management System
Manage Smarter, Engage Better, Perform Greater.

Content

Upload
Cloud

Digital
Signage

VigitSIGN Content
Management System

Effortlessly Track,
Analyze & Optimize
Our signage software gives you easy-to-use tools
to track performance, improve your content, and
keep your hardware running smoothly.

Everything You Need for a 
Smarter, Faster Signage

Remote & Flexible Content Management
Support for WiFi
Unlimited Content Looping Playback
Remote Content Scheduling
Screen Splicing
Screen On/Off
Data Collection & Reporting
Content Synchronization

100% Secure CLOUD
Based System

Support for Multi-
Level User Access

Cloud & Local
USB Content Update

Live Layout
Preview

Real-Time Hardware &
Software Monitoring
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Technical Specifications

Pixel Pitch
Pixel Density (dots/m2)
LED Type
Module Size (W x H x D)
Module Resolution
(W x H)
Module Weight
Cabinet Size (W x H, mm)
Cabinet Thickness
Cabinet Weight
Brightness
Viewing Angle
Refresh Rate
Grayscale
Input Voltage
Max. Power Consumption
Avg. Power Consumption
Operating Temperature
Operating Humidity
Working Life (H)
Maintenance Type
Waterproof Level
Certificates

VigitLED-A6.6
6.67mm
22,500

SMD 2727

72px x 48px

160° / U20°, D60°

580 ± 3% W/m2

174 W/m2

SMD 3535

VigitLED-A8
8mm

15,625

480mm x 320mm x 20mm

60px x 40px

1.98kg
960 x 1280   /   960 x 960   /   960 x 640   /   1440 x 960   /   1440 x 640

74.1mm
33kg

5500 – 6500 nits 
160° / U30°, D60°

3840HZ 
14 - 16 bit

AC 100 ~ 240V
550 ± 3% W/m2

165 W/m2

-40°C ~ +55°C
10%-95% RH 

100,000H
Front & Rear

IP66 (Front & Rear)
CE, FCC, ETL, EMC, CB, ROHS, 5VB

VigitLED-A10
10mm
10,000

48px x 32px

160° / U30°, D60°

550 ± 3% W/m2

165 W/m2

MODEL
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Applications

Commercial Building Retail

Shopping Mall Digital Out-Of-Home Advertising

Stadium Scoreboard
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No. 17, Jalan Anggerik Mokara 31/53,
Kota Kemuning, 40460 Shah Alam,
Selangor D.E., Malaysia 

V-Series International Sdn Bhd

www.v-series.net
+6011 1011 1181
sales@v-series.net

Contact Us


