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High Refresh Rate

Ultra Light, Ultra Slim

Fine pixel pitch outdoor displays range from P5 to P10 with ultra high flatness and
3840Hz high refresh rate. Easily attract pedestrians and audiences with superior
visual quality, maximizing your outdoor advertisement effort and values.

With ultra-thin and light design, MT Series is easy to install and integrate with the
surrounding environment, reducing labor cost and shipment cost.

Contrast ratio up to 5000:1, presenting richer colors and vivid image to attract more
potential audiences

MT Series Conventional LED Displays

Cabinet Weight: 24KG/panel

Cabinet Thickness: ≤ 94mm
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Cabinet Structure

Front & Back Maintenance
Front maintenance enables us to maximized the utilization of environmental space,
reduce the difficulty of post maintenance work and eliminates the need to reserve
maintenance channels

Front Service Lock

Locating Pin

Control Box

Outer Frame

LED Panel 
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Creative Installation Design
Support flexible installation methods to meet different scenarios and requirement,
providing a more flexible solution.

Innovative Cooling Design
 Seamless design that withstands any weather and environment with IP66 protection.

Engineered with a high-performance aluminum 
chassis, our innovative self-cooling design 
maximizes thermal efficiency and 
high-temperature resistance. Built to withstand 
harsh environmental conditions, the system 
utilizes natural convection to operate reliably 
without the need for external fans or cooling 
systems, reducing maintenance and failure 
points.
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Technical Specifications

LED Type
Pixel Pitch
Module Resolution
(W x H,PX)
Module Dimension
(W x H)
Cabinet Dimension
(W x H x D,mm)
Cabinet Resolution
(W x H, px)
Pixel Density (pixels / m²)
Cabinet Weight
Cabinet Material
Refresh Rate
Video Frame Rate
Brightness (nits)
Contrast Ratio
Viewing Angle (V/H)
Color Temperature
Input Voltage
Input Power< Max>
Input Power <Typ.>
Protection Level
Working Temperature
Storage Temperature
Storage Humidity
Maintenance
Lifespan
Certification

VigitLED-MT5 VigitLED-MT5.9 VigitLED-MT6.67MODEL
SMD 2727SMD 1921

5mm

32 x 256

5.92mm

27 x 162

160mm x 960mm

960 x 960 x 93

192 x 192

40,000

≥ 5500 nits ≥ 5000 nits
5000 : 1

120° / 120°
3500 ~ 9300K

AC 200 ~ 240V
750 W/m²
250 W/m²

IP 65
-40°C ~ 60°C
-20°C ~ 50°C

10% ~ 90% (Non-Condensation)
Front & Rear
≥100,000 Hrs

CCC, EMC, FCC, BIS

≥ 5500 nits

162 x 162

28,476
24 ± 2KG

Die-cast Aluminum
3840 Hz

50 / 60 HZ

144 x 144

22,500

960 x 960 x 95.5

6.67mm

24 x 144
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LED Type
Pixel Pitch
Module Resolution
(W x H,px)
Module Dimension
(W x H)
Cabinet Dimension
(W x H x D,mm)
Cabinet Resolution
(W x H, px)
Pixel Density (pixels / m²)
Cabinet Weight
Cabinet Material
Refresh Rate
Video Frame Rate
Brightness (nits)
Contrast Ratio
Viewing Angle (V/H)
Color Temperature
Input Voltage
Input Power< Max>
Input Power <Typ.>
Protection Level
Working Temperature
Storage Temperature
Storage Humidity
Maintenance
Lifespan
Certification

VigitLED-MT8 VigitLED-MT10MODEL
SMD 2727

8mm

20 x 120

160mm x 960mm

960 x 960 x 95.5

120 x 120

15,625

≥ 5500 nits
5000 : 1

120° / 120°
3500 ~ 9300K

AC 200 ~ 240V
750 W/m²
250 W/m²

IP 65
-40°C ~ 60°C
-20°C ~ 50°C

10% ~ 90% (Non-Condensation)
Front & Rear
≥100,000 Hrs

CCC, EMC, FCC, BIS

24 ± 2KG
Die-cast Aluminum

3840 Hz
50 / 60 HZ

96 x96

10,000

10mm

16 x 96
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Applications

Petrol Station Buidling Facade

Theme Park Gantry

Pylon Billboards

*All pictures shown are for illustration purpose only.
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No. 17, Jalan Anggerik Mokara 31/53,
Kota Kemuning, 40460 Shah Alam,
Selangor D.E., Malaysia 

V-Series International Sdn Bhd

www.v-series.net
+6011 1011 1181
sales@v-series.net

Contact Us


