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VigitLED

X Micro PRO Series
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Impressive Viewing Experience

Area light sources allow a comfortable viewing experience for a long
period of time.

Energy Saving Design

16:9 Golden Ratio

Super Soft Display Low Reflectance

Super Black 
Background

BLACK Low Touch Trace

10000:1 Super 
High Contrast Low Moiré

Super Black Level, Providing High Color Consistency

• With three optical layers, the black area of each pixel reaches 98%, resulting in a super
     black module that delivers deep black visual performance.

• Ultimate pure black contents with 10000:1 high contrast more than 600 nits brightness
• Low reflective & touch trace
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Vivid Display Effect 

X Micro PRO Series can minimization health hazards caused by long-term use of the screen, 
protect the eyes to the greatest extent and make the viewing more comfortable.

Eye Protection Design

X Micro PRO Series is equipped with HDR high dynamic image display technology, which makes 
the display screen more detailed -brighter places are brighter, dark places are darker, and the 
contrast between light and dark is more vivid, perfectly restoring the original picture.

HDR Normal Display

Effectively reduce blue ray 
hazards and filter out stray 
light effects
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Energy Saving
Utilizing RGB fully flip-chip technology, it provides a larger light-emitting area and lower power 
consumption where maximum power consumption is only 260W/ SQM. With reduced carbon 
emissions, it supports sustainable development by saving around 40% more energy compared to 
conventional LED displays (P1.2mm).

No Welding Wires

CHIP

Fully Flip Chip

CHIP

Conventional Chip

Moisture-proof Dust-proof Anti-static Anti-collision

Multiple Protection
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The three-in-one high-integration design of 
power supply, HUB and system card to reduce 
the retrieval and replacement of various 
accessories on site and improves the overall 
efficiency from design, transportation and 
installation.

3-In-1 Integrated Design

Ultra-light and thin panel: only 3.6KG weight and 32.9mm thick.

Ultra Light & Convenient Installation

Ultra-Lightweight
Cabinet Weight: 3.6KG

Ultra-Thin Design
Cabinet Thickness: 32.9mm

Full Front Maintenance 

Cabless Module 
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Ultra High Stability

No welding wire, completely solve the failure caused by 
welding wire factors, greatly reduce the failure risk 
caused by metal migration, no SMD pad exposed, 
lower failure rate.

High Reliability

Higher brightness with the same chip size of the chip, 
smaller chips with the same brightness requirements.

High Lumination

Reduce thermal resistance, efficient heat dissipation, 
improve device life and color stability.

High Stability
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MODEL

LED Type
Pixed Pitch (mm)
Module Size (W x H)
Module Resolution (W x H, px)
Pixel Density
Module Weight
Cabinet Size (W x H x D)
Cabinet Resolution ( W x H, px)
Cabinet Weight 
Cabinet Flatness
Color Temperature

Grey Scale
Refresh Rate
Frame Rate
Brightness
Contrast Ratio

Viewing Angle (V/H)
Cabinet Material
Maintenance Method
Protection Lvel
Power Requirement
Power Consumption <Max.>
Power Consumption <Avg.>
Storage Temperature 
Operating Temperature 
Storage Humidity

Operating Humidity
Lifespan

VigitLED- XMR0.78 VigitLED- XM0.93 VigitLED- XMR1.25 VigitLED- XMR1.56

Technical Specifications

COB1R1G1B

300mm ×168.75mm

0.3 ± 0.05 KG
600mm  x 337.5mm x 32.9mm

3.6 ± 0.3 KG
≤ 0.2

2000 - 10000K
14 bit

3840Hz
50 / 60

≥600 nits
10000 : 1

160° / 160°
Die-cast Aluminum

Front & Rear
IP30

AC100－240V,50-60Hz
≤ 340 W/m²
≤ 120 W/m²

-20°C～+55°C
-10°C～+45°C

10%RH～85%RH
10%RH～80%RH

≥100000 hrs

0.78125

768 x 432 640 x 360 480 x 270 384 x 216

384 x 216
1,638,400

320 x 180
1,137,778

240 x 135
640,000

192 x 108
409,600

0.9375 1.25 1.5626
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Applications
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Conference Monitor Room

Exhibition Hall Control Room

Education
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No. 17, Jalan Anggerik Mokara 31/53,
Kota Kemuning, 40460 Shah Alam,
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V-Series International Sdn Bhd
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