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Product Features
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Full-Screen Display for Immersive
Viewing Experience

Unlike typical 16:9 digital signages, A Sign
Standee offers a wider 8:3 aspect ratio, allowing
for enhanced visibility of content details.

24/7 Operation

Constructed with industrial grade panels and
components, these displays are designed for
continuous 24/7 operation.

100% Secure Cloud Connectivity +
VigitSIGN Cloud Signage Perpetual
License

Effortless content management via remote
update, schedule, and real-time hardware &
software monitoring.

Dimensions
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4K High Resolution

Elevate visual experiences with crisp, lifelike
detail and vibrant colors, captivating viewers with
every interaction.

Slim & Sleek Design
Designed for seamless integration into any
environment. Perfect for modern spaces seeking
a sophisticated digital solution that enhances
both form and function.
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The Ultimate
Digital Signage

Management System

Manage Smarter, Engage Better, Perform Greater.
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Effortlessly Track,
Analyze & Optimize

Our signage software gives you easy-to-use tools
to track performance, improve your content, and
keep your hardware running smoothly.
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100% Secure CLOUD Support for Multi- Cloud & Local -
Based System Level User Access USB Content Update Jwipc
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Live Layout Real-Time Hardware &
Preview Software Monitoring
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Technical Specifications

MODEL

VA-069

Display Size

69"

Active Area (W x H, mm)

1635.8 x 633.8

Dimension (W x H, mm)

1780.51 x 681.29 x 27.3

Screen Type a-Si TFT-LCD
Pixel Pitch (mm) 0.426 x 0.426
Resolution (W x H, px) 3840 x 1488
Aspect Ratio 8:3
Brightness (nits) 400
Contrast Ratio 1200: 1
Viewing Angle (V°/H°) 178°/178°
Colour Depth 1.07B 68% NTSC
Response Time 8 ms
Connectivity WiFi
Interface HDMIIN / USB*2 / Audio / DC IN / RJ45
Power Supply AC110V - 220V
Power Consumption <165W
Operation Temperature 0°C ~ 50°C
Storage Temperature -20°C ~ 60°C

Installation Method

Free Standing

Appearance & Structure Aluminum
Colour Black / White
Net Weight 45 kg
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Applications
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