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Key Features

Ultra HD camera with facial recognition + 
8-array mic for precise sound localization..

Supports 9+ devices including iOS, 
Android, PC, and Mac.

Industry-specific templates (corporate, 
education, healthcare, etc.).

Includes energy-saving, eye-care, 
paper-like screen, audio-only mode, 
and color adjustments with PQ tuning.

Multiple Display Modes

AI-Powered 48MP 4K Camera & 
Voice Tracking

Custom Welcome Screens

Multi-Device Mirroring

Adapts screen brightness based on 
ambient light and low blue light mode 
to reduce eye strain.

Auto-Brightness Adjustment

Includes USB lock, screen lock, app lock, 
touch lock, child lock, and button lock.

Comprehensive Security Locks

Multi-Theme Available
Offers meeting, education, EDLA, 
and other templates for different 
scenarios, with one-click switching.

Multi-touch writing, gesture eraser, 
zoom/pan, email sharing, tables, QR code 
sharing, pen customization, and file export 
(PDF, images, etc.). Includes teaching tools 
(compass, calculator, ruler, spotlight).

Interactive Whiteboard
Switch between Android & Windows 
seamlessly.

Dual Operating System
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Technical Specifications

MODEL 
Display
LCD Size
Active Area (mm)
Resolution
Ratio
Brightness
Contrast Ratio
Color Gamut
Display Color
Viewing Angle
SoC
CPU
GPU
RAM
Storage
Wi-Fi
Operating System
TOUCHSCREEN
Technology
Writing Style
Touch Point
Touch Resolution
Touch Accuracy
Response Time
Working Temperature

1874 x 1067

VSI-0651

1425 x 803

VSI-0751

1645 x 931

VSI-0851

3840px x 2160px
16 : 9

300 ~ 350 nits
1200 : 1 / 5000 : 1 (Depends on the OS being used)

72% ntsc
8-bit, 16.7M/ 10-bit, 1.07B

178° (V) / 178° (H)

A73x4_2.28G+A53x4_2.0
Mali-G52 MC8

8G DDR
128GB

2.4GHz/5GHz
Android 13.0 & Windows 10

VSI-0861

1895 x 1066

VSI-0981

2160 x 1215
85”65” 75” 86” 98”

INTERFACE
Front
Input
Output / Others

Infrared Touchscreen

Fingers, touch pens or other opaque objects ≥2mm (full-screen writing with double thin pens is supported).

20 Points

32767 x 32767

±1mm

＜8ms

-10 ~ +50°C

USB 3.0× 2 ; HDMI x 1 ; Touch USB x 1 ; Type-C x 1

RJ45 x 1; Touch USB x 1 ; USB 2.0 x 2 ; RS232 x 1 ; MIC IN x 1 ; HDMI IN x 1

TF Card x 1; COAX x 1; Line OUT x 1 ; Micro-USB x 1 ; HDMI OUT x 1
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Technical Specifications

MODEL 
Power
Power Voltage
Overall Power Consumption
OPS Power Consumption
Standby Mode
Speaker
Button
ENVIRONMENT
Working Temperature
Storage Temperature
Working Humidity
Storage Humidity
HARDWARE SPECIFICATION
Enclosure Material
Frame Color
Screen
Pen Slot
Overall Dimension (mm, L x W x H)
VESA Mount (mm, W x H)
Net Weight
Gross Weight

≤400W

VSI-0651

≤260W

1485 x 108 x 900
400 x 500

33KG
41KG

VSI-0751

≤340W

1707 x 108 x 1026
400 x 600

47KG
60KG

VSI-0851

100~240V AC, 50/60Hz

≤110W
≤0.5W

20W / 8Ω ×2
Power, Volume Up, Volume Down, Eye Protection, Screen Recording, Main Menu, Settings, Touch Switch

0 ~ 40°C
10% ~ 90% RH

-20 ~ 60°C
10% ~ 90% RH

Aluminum Alloy Frame with Black Color Powder Epoxy
Black (Standard)

Grade 7 Tempered Glass
x2

1953 x 108 x 1164
400 x 800

59KG
75KG

VSI-0861

≤400W

1953 x 108 x 1164
400 x 800

60KG
76KG

VSI-0981

≤530W

2220 x 98 x 1320
400 x 900

87KG
108KG
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Applications

Science Lab Education Centre

Library Museums
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